
DETAILS:         Data:Inspection\HallB\HB_Fwd\FloorHts 

 
 
Below are the results of the hall B floor survey carried out on Feb 17, 2010.  The values 
listed are from ideal beam height in meters.  The measurements were taken roughly on a 2 
foot grid upstream of the forward carriage when it was separated from CLAS. 
 
 
   
      Beam 
         Dir. 
 
 
  -6.108 -6.105 -6.103 -6.101     -6.101 -6.102 -6.101 -6.108 
   
   
  -6.102 -6.100 -6.092 -6.092     -6.093 -6.094 -6.096 -6.099 
   
   
  -6.096 -6.092 -6.086 -6.090 -6.093 -6.095 -6.093 -6.093 -6.092 -6.093 
   
   
  -6.090 -6.087 -6.087 -6.094 -6.094 -6.095 -6.093 -6.096 -6.089 -6.096 
   
   
  -6.089 -6.088 -6.093 -6.097 -6.099 -6.095 -6.094 -6.099 -6.089 -6.100 
   
   
  -6.085 -6.085 -6.095 -6.095 -6.097 -6.096 -6.096 -6.104 -6.098 -6.098 
   
   
  -6.081 -6.080 -6.086 -6.091 -6.092 -6.100 -6.099 -6.108    
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